ALPHABET BRUCK

_______________________LED/NIEIREE

Light efficiency:

Light quality:

Peak: 1864 cd

e

Color temperature:

Power: 16.5W
PF: 0.97

3014 K

< b

165 180 g5

Beam angle

BETA-3R-SW-20LM-30K-80-50D-WH-WH
Date and time:

12/27/2022 3:31:59 PM
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[ LED/NIERGE

Color Details
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CRI R values, only R1-R8 are used to calculate final CRI value

73

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQS: 81.8

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 | R12 | R13 | R14 | R15
81.0 [ 90.0 | 96.8 | 81.0 | 80.6 | 87.4 | 83.9 | 60.5 [ 9.0 | 76.7 | 79.8 | 67.8 | 83.0 [ 98.4 | 73.4
TM30 C values, 16 binned values out of total of 99 C values
Cl | C2 | cC3 | cCa|cCs5 C6 C7 | C8 | C9 | ClO | Cl11 | C12 | C13 [ C14 | C15 | C16
80.3 [ 81.4 | 77.6 | 88.2 | 92.0 | 92.7 | 87.0 | 92.5 | 88.4 [ 82.1 | 79.9 | 84.6 | 88.6 | 81.0 | 79.8 | 78.2
CQS Q values
Ql | Q2 | Q3 [ Q4 | Q5 | Q6 | Q7 [ Q8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 [ Q15
78.1 [ 955 | 81.1 | 783 | 81.8 | 82.4 | 825 | 85.8 | 96.0 | 88.6 | 855 | 83.4 | 826 | 71.5 | 73.7
Color parameters
Color temperature Color rendering Red component Color fidelity Color gamut Color quality Color i Color i Color Color i Color diviation
index scale cie 1931 cie 1931 from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \Y% Auv
3014 K 82.6 9.0 84.6 96.3 81.8 0.437 0.405 0.250 0.348 0.0004
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Rg 96.3
Gammut index Rg

CEST73
CEST72
CEST71
CES70
CES69
CES68
CES67

CES66
CES65
CES64
CES63
CES62
CES61
CES60
CES59
CESS58
CES57
CES56
CESS55
CES54
CESS53
CES52
CES51
CESS50
CES49
CES48
CES47
CES46
CES45
CES44
CES43

I 7517, b onds TM30 Details

ALPHABET BRUCK

CES42
CES41
CES40
N CES39
CES38
CES37
CES36
- CES35
c = CES34
a o CES33
() CES32
% =1 CES31
CES30
jaed I T CES29
S CES28
S S S S| CES27
CES26
CES25
CES24
CES23
™ CES22
(o] CES21
CES20
~ S S S| CES19
S CES18
o] CES17
| CES16
S S S| CES15
S T e | CES14
R CES13
| CES12
| CES11
S S S| CES10
CES09
N CES08
CESO07
| CES06
CESO04
CES03
CES02
. CESO01
o o o o o o X X XXX XX XX X X o o o o o o
o (o] [¢3] N~ © Te) o [Te) o n o [Te) o i) o o [ee] © < N
- DA Lo A - ‘Xapu| Alljapl
any Aq 1y any Ag BIys eWoIyD $d "xapul Axljapid

Color Evaluation Sample



ALPHABET BU

CK

______________________ LED/ANEN

Beam Details

Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
)
74X
Lux* 465 Ix
1861 Ix
52.2°
Beam center
173 fcd
Footcandles* 43/fcd
*measured at 19 fed
center of beam 11 lfed
7 fed
Beam width (meter) 1m 2m 29m 39m 49m
Beam width (feet) 3.2 ft 6.5 ft 9.6 ft 12.8 ft 16.1 ft
Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
1861Ix | 465Ix | 207Ix | 116Ix 741x 52Ix 38Ix 29Ix 23Ix 19Ix 15Ix 13Ix 11Ix 9lIx 8Ix 7Ix 6lx 6lIx 5Ix 5Ix
172.9fc |43.2fcd | 19.2fcd | 10.8fcd | 6.9fcd | 4.8fcd | 3.5fcd | 2.7fcd | 2.1fcd | 1.7fcd | 1.4fcd | 1.2fcd | 1fcd | 0.9fcd | 0.8fcd | 0.7fcd | 0.6fcd | 0.5fcd | 0.5fcd | 0.4fcd
Intensities in 0° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1861 | 1856 | 1833 | 1794 | 1744 | 1675 | 1596 | 1510 | 1419 | 1324 | 1226 | 1127 | 1034 | 940 | 847 | 760 | 677 | 600 | 531 | 468
100% | 100% | 99% | 96% | 94% | 90% | 86% | 81% | 76% | 71% | 66% | 61% | 56% | 51% | 46% | 41% | 36% | 32% | 29% | 25%
Intensities in 90° c-plane
0° 2° 40 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1861 | 1855 | 1833 | 1797 | 1746 | 1681 | 1603 | 1519 | 1427 | 1330 | 1229 | 1127 | 1030 | 936 | 846 | 760 | 679 | 603 | 534 | 470
100% | 100% | 99% | 97% | 94% | 90% | 86% | 82% | 77% | 71% | 66% | 61% | 55% | 50% | 45% | 41% | 37% | 32% | 29% | 25%
Intensities in 180° c-plane
@ 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1861 | 1851 | 1827 | 1786 | 1731 | 1665 | 1590 | 1505 | 1416 | 1321 | 1225 | 1127 | 1031 | 940 | 852 | 767 | 692 | 619 | 550 | 486
100% | 99% | 98% | 96% | 93% | 89% | 85% | 81% | 76% | 71% | 66% | 61% | 55% | 50% | 46% | 41% | 37% | 33% | 30% | 26%
Intensities in 270° c-plane
0° 29 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1861 | 1851 | 1822 | 1780 | 1725 | 1658 | 1580 | 1495 | 1404 | 1308 | 1213 | 1118 | 1023 | 936 | 845 | 759 | 680 | 606 | 536 | 472
100% | 99% | 98% | 96% | 93% | 89% | 85% | 80% | 75% | 70% | 65% | 60% | 55% | 50% | 45% | 41% | 37% | 33% | 29% | 25%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
52.2° 97.9° 116.9° 98.1% 88.5%




