Light efficiency:

-umenIWatt Output: 1095 Im

Light quality: Peak: 1226 cd
Power: 14.9W
Color temperature: PE: 0.96
2707 K

Product name:
NU3-QD-XTM19-13LM-27K-90-
$55-120-Dim10-ICAT-WH-WH
Date and time:

7/20/2017 9:27:28 AM
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Color details

0.8

0.7

0.6

0.5

0.4

0.3

0.2

0.1

2707 K

x: 0.
y: 0.415

462

2700 K
— 2200 K

%‘JQQ\/\

590\)

Auv: 0.0015

0.1

0.2

0.3

0.4

0.5

TM30: 90.6

0.6

CIE 1931

CIE 1931 ZOOM

CRI: 91.6 (R1-R8)

96
93 93 91 gg 91

Cl C2 C3 C4 C5 C6 C7 C8 C9 C10C11C12C13C14 C15Cl6

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10R11 R12 R13 R14 R15

CRI R values, only R1-R8 are used to calculate final CRI value
RlL | R2 | R3 | R4 | R5 | R6 | R7 | R8 | R9 | R10 | R11 | R12 | R13 | R14 | R15
91.2 | 944 | 97.0 | 92.8 [ 91.0 | 941 | 92.0 | 80.0 | 54.4 [ 86.9 | 94.1 | 855 | 91.7 | 97.6 | 86.2
TM30 C values, 16 binned values out of total of 99 C values
Cl | Cc2|c3|ca|c5|ce | Cr|c8|cCo|cio|cCil|ciz2|Ci3|Cl4|Cl5 | Cl6
88.7 [ 90.2 | 87.2 [ 91.3 [ 93.1 | 93.5 | 89.9 [ 95.6 | 93.1 | 93.1 | 90.9 | 89.5 | 91.0 | 87.8 | 88.6 | 86.6
Color parameters
Color Color Red Color fidelity Color gamut Color coordinate Color i Color i Color i Color diviation
index cie 1931 cie 1931 from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg X y u \ Auv
2707 K 91.6 54.4 90.6 99.8 0.462 0.415 0.262 0.353 0.0015
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Color Evaluation Sample



Beam details

Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,11t 16,4 ft
49|Ix
Lux* 306 Ix
1226 Ix
54.6°
Beam center
113.9 fc
*
Footcandles 28!5 fcd
*measured at 1217 fc
nter of m
center of bea 7.1 fcd
4.6 fcd
Beam width (meter) 1m 21m 3.1lm 4.1 m 52m
Beam width (feet) 3.4 ft 6.8 ft 10.2 ft 13.5 ft 16.9 ft
Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 1lm | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
1226Ix | 306Ix | 136Ix | 77Ix 491x 34Ix 25Ix 19Ix 15Ix 12Ix 10Ix 9lx 7Ix 6Ix 5Ix 5Ix 4Ix 4lx 3lx 3Ix
113.9fc | 28.5fcd | 12.7fcd | 7.1fcd | 4.6fcd | 3.2fcd | 2.3fcd | 1.8fcd | 1.4fcd | 1.1fcd | 0.9fcd | 0.8fcd | 0.7fcd | 0.6fcd | 0.5fcd | 0.4fcd | 0.4fcd | 0.4fcd | 0.3fcd | 0.3fcd
d
Intensities in 0° c-plane
@ 2 4° G 8° 10° 12° 14° 16° 18° 20° 2 24° 26° 28° 30° 32° 34° 36° 38°
1226 | 1222 | 1200 | 1171 | 1136 | 1095 | 1046 | 990 | 930 | 869 | 807 | 748 | 695 | 644 | 596 | 548 | 497 | 440 | 373 | 304
100% | 100% | 98% | 96% | 93% | 89% | 85% | 81% | 76% | 71% | 66% | 61% | 57% | 53% | 49% | 45% | 41% | 36% | 30% | 25%
Intensities in 90° c-plane
@ 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1226 | 1222 | 1200 | 1171 | 1136 | 1095 | 1046 | 990 | 930 | 869 | 807 | 748 | 695 | 644 | 596 | 548 | 497 | 440 | 373 | 304
100% | 100% | 98% | 96% | 93% | 89% | 85% | 81% | 76% | 71% | 66% | 61% | 57% | 53% | 49% | 45% | 41% | 36% | 30% | 25%
Intensities in 180° c-plane
@ 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1226 | 1222 | 1200 | 1171 | 1136 | 1095 | 1046 | 990 | 930 | 869 | 807 | 748 | 695 | 644 | 596 | 548 | 497 | 440 | 373 | 304
100% | 100% | 98% | 96% | 93% | 89% | 85% | 81% | 76% | 71% | 66% | 61% | 57% | 53% | 49% | 45% | 41% | 36% | 30% | 25%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1226 | 1222 | 1200 | 1171 | 1136 | 1095 | 1046 | 990 | 930 | 869 | 807 | 748 | 695 | 644 | 596 | 548 | 497 | 440 | 373 | 304
100% | 100% | 98% | 96% | 93% | 89% | 85% | 81% | 76% | 71% | 66% | 61% | 57% | 53% | 49% | 45% | 41% | 36% | 30% | 25%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
54.6° 87.9° 119° 96.1% 90.7%






