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Color details
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CRI R values, only R1-R8 are used to calculate final CRI value
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R1 R2 R3 R4 R5 R6 R7 R8

R9 R10 R11 R12 R13 R14 R15

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 [ R12 | R13 | R14 | R15
96.7 | 96.2 | 94.0 | 97.6 | 95.2 | 94.7 | 984 | 934 | 81.4 | 89.5 | 97.5 | 77.2 | 96.5 | 95.8 | 94.3
TM30 C values, 16 binned values out of total of 99 C values
ClL|C2 | C3 | C4|C5 Cé C7 | C8 | C9 | Cl0 [ Cl1 | C12 | C13 [ C14 | C15 | C16
94.0 | 96.0 | 94.6 | 93.9 | 925 | 96.8 | 93.4 | 97.5 | 93.1 [ 87.3 | 87.2 | 91.1 [ 949 | 91.2 | 91.4 | 87.7
CQS Q values
Ql | @2 | @ | @ | @5 | @6 | Q7 | @8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
93.0 [ 97.1 | 90.2 | 90.4 | 935 [ 94.7 | 95.2 | 97.1 | 96.4 | 94.8 [ 94.6 | 95.5 [ 96.5 | 93.8 | 94.0
Color parameters
Color temperature Color rendering Red component Color fidelity Color gamut Color quality Color Color Color Color Color diviation
index scale cie 1931 cie 1931 from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \ Auv
3179 K 95.8 81.4 92.6 99.5 94.0 0.429 0.408 0.244 0.348 0.0027
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LEDRANbrands

Beam details

Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,11t 16,4 ft
138 Ix
Lux* 861 Ix
3443 Ix
42.6°
Beam center
320 fcd
Footcandles* 80/ fcd
*measured at 36/fcd
nter of m
center of bea 20 fcd
13fcd
Beam width (meter) 0.8 m 1.6m 2.3m 3.1m 39m
Beam width (feet) 2.6 ft 5.1ft 7.6 ft 10.2 ft 12.8 ft
Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 1lm | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
3443Ix | 861Ix | 383Ix | 215Ix | 138Ix | 96Ix 70Ix 54Ix 43Ix 34Ix 28Ix 241x 20Ix 18Ix 15Ix 13Ix 12Ix 11Ix 10Ix 9lx
319.9fc| 80fcd |35.5fcd | 20fcd |12.8fcd | 8.9fcd | 6.5fcd | 5fcd | 3.9fcd | 3.2fcd | 2.6fcd | 2.2fcd | 1.9fcd | 1.6fcd | 1.4fcd | 1.2fcd | 1.1fcd | 1fcd | 0.9fcd | 0.8fcd
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
3443 | 3402 | 3336 | 3253 | 3069 | 2886 | 2679 | 2460 | 2245 | 2043 | 1841 | 1662 | 1491 | 1327 | 1183 | 1039 | 872 | 698 | 533 | 391
100% | 99% | 97% | 94% | 89% | 84% | 78% | 71% | 65% | 59% | 53% | 48% | 43% | 39% | 34% | 30% | 25% | 20% | 15% | 11%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
3443 | 3402 | 3336 | 3253 | 3069 | 2886 | 2679 | 2460 | 2245 | 2043 | 1841 | 1662 | 1491 | 1327 | 1183 | 1039 | 872 | 698 | 533 | 391
100% | 99% | 97% | 94% | 89% | 84% | 78% | 71% | 65% | 59% | 53% | 48% | 43% | 39% | 34% | 30% | 25% | 20% | 15% | 11%
Intensities in 180° c-plane
0° 29 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
3443 | 3402 | 3336 | 3253 | 3069 | 2886 | 2679 | 2460 | 2245 | 2043 | 1841 | 1662 | 1491 | 1327 | 1183 | 1039 | 872 | 698 | 533 | 391
100% | 99% | 97% | 94% | 89% | 84% | 78% | 71% | 65% | 59% | 53% | 48% | 43% | 39% | 34% | 30% | 25% | 20% | 15% | 11%
Intensities in 270° c-plane
0° 29 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
3443 | 3402 | 3336 | 3253 | 3069 | 2886 | 2679 | 2460 | 2245 | 2043 | 1841 | 1662 | 1491 | 1327 | 1183 | 1039 | 872 | 698 | 533 | 391
100% | 99% | 97% | 94% | 89% | 84% | 78% | 71% | 65% | 59% | 53% | 48% | 43% | 39% | 34% | 30% | 25% | 20% | 15% | 11%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
42.6° 77.3° 94.5° 98.7% 95.3%






